RBS DM
Kal. 9mm

Technical Data
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Further information

e Kal. 9mm

e Thread for direct mounting on threaded bar-
rel

e 24dB A noise reduction

Description RBS DM Kal. 9mm

Manufacturer B&T AG - Switzerland

Article-No. SD-123022

Thread Size* ¥2"-28 UNEF

Calibre 9mm

Length 196 mm

Tube Diameter 45 mm

Weight ~380¢

Material Aluminium, Steel

Colour Black - Cerakote coating on request
Surface treatment Hardcoat anodised, QPQ treatment
Sound reduction ~24dB A

Service Life min. 5.000 rounds

Full auto capable 90 Rounds (3x30 Round Magazine)
Ambient temperature for use -45°C...70°C

*Different Threads available on request.

B&T AG ¢ 3608 Thun ¢ Switzerland ¢ Tel. +41 33 334 67 00 ¢ info@bt-ag.ch * www.bt-ag.ch


https://bt-ag.ch/produkt-kategorie/schalldaempfer/maschinenpistolen/
https://bt-ag.ch/produkt/reduced-backpressure-suppressor-rbs-kal-556mm-223-und-762mm-308/
https://bt-ag.ch/produkt-kategorie/schalldaempfer/maschinenpistolen/
https://bt-ag.ch/produkt/reduced-backpressure-suppressor-rbs-kal-556mm-223-und-762mm-308/
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Specify barrel thread at order

All rights reserved. Data is provided for the purpose of product description only, and must not be construed as warranted characteristics in
the legal sense. The information does not relieve users from the duty of conducting their own evaluations and tests. Because the products
are subject to continual improvement, we reserve the right to amend the product specifications contained in this data sheet.
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